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EXISTING TYPICAL SECTION EXISTING TYPICAL SECTION
STA. 58+63 TO STA. 65+52 STA. 65+52 TO STA. 79+10
CROSS-SLOPES VARY IN SUPER ELEVATED SECTIONS
SEE GENERAL NOTES, MAX SUPER ELEVATION = 4%
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PROPOSED TYPICAL SECTION PROPOSED TYPICAL SECTION
STA. 58+63 TO STA. 65+52 STA. 65+52 TO STA. 79+10
LEGEND
o HOT-MIX ASPHALT SURFACE REMOVAL, 1 3/4” @ POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE, MIX “F”, NSO, 1 374"
e CENTERLINE RUMBLE STRIP, STANDARD 642001 LEVELING BINDER (MACHINE METHOD), N70**
(3) EXISTING 1t 1/2 BITUMINOUS BASE COURSE
(4) EXISTING 6" TOPSOIL AND SEEDING (SPECIAL)
(5) EXISTING 6% TOPSOIL AND SODDING (BACK OF CURB TO SIDESLOPE BREAKPOINT)
(6) EXISTING 4 TOPSOIL AND SODDING (BACK OF CURB TO SIDESLOPE BREAKPOINT)
(7) EXISTING 4” TOPSOIL AND SEEDING CLASS T
(8) EXISTING B.6.8 (TYPICAL)
(3) EXISTING B.6.12 (TYPICAL)
(10) EXISTING BERM as AS NEEDED ITEM
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